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> 1. PENDING VENDOR DRAWINGS OF PROCURED LOUVER |
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1257 12-5" 12-5" 12-5" 12-5" — 125" - 12-5" 1257 1. ALL DETAILS AND SHOP AND FIELD WORKMANSHIP SHALL BE DONE IN
§ ACCORDANCE WITH THE ALUMINUM ASSOCIATION “ALUMINUM DESIGN |
@ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ - _ MANUAL”, THE LASTED EDITIONS. |
2. ALLALUMINUM MATERIAL SHALL CONFIRM TO THE ASTM B308
ALUMINUM-ALLOY 6061-T6 STANDARD UNLESS NOTED OTHERWISE. ‘
K EY P LA N 3. ALL ALUMINUM BOLTS SHALL BE ASTM F468, 6061-T6. ALL ALUMINUM
NUTS SHALL BE ASTM F467. ALL ALUMINUM WASHERS SHALL BE ALCLAD ‘
2014-T4 UNLESS NOTED OTHERWISE.
‘ 4. ALL BOLT HOLES SHALL BE 13/16” DIA. FOR %” DIA. BOLTS UNLESS NOTED ‘
RT6x6x0.25 '
RT6x6x0.25 TYF)>( 1); PLACES OTHERWISE |
(TYP 12 PLACES) ( ) 5. ONE STANDARD WASHER SHALL BE USED UNDER THE HEAD AND UNDER
THE NUT OF EACH BOLT. ‘
I A A l B 6. ALL WELDS SHALL BE 3/16” FILLET WELDS, UNLESS NOTED
(TYP) (TYP) OTHERWISE. ALL WELDING SHALL BE DONE IN ACCORDANCE WITH THE |
:74 LATEST REVISION OF STRUCTURAL WELDING CODE-ALUMINUM AWS D1.2. ‘
iy .
; = ; : ; ; G I +
= CONDITION AND THEN TIGHTENED ADDITIONALLY ONE-QUARTER OF A
= FULL TURN. |
I 9. PROVIDE SET OF (2) %" x3" x0'-5" SHIM PLATES AND INSTALLED AS ‘
_ REQUIRED TO ELIMINATE GAP. SLOTTED BOLT HOLES SIZE AND PATTERN
o SHALL MATCH SLOTTED BOLT HOLES IN TOP FACE OF RT6x6. |
” | | | 10. EACH RT6x6 POST SHALL HAVE A SINGLE 3" DIAMETER SEMICIRCLE WEEP |
HOLE AT THE BOTTOM OF THE MEMBER AND CAN BE LOCATED ON ANY
ACCU-5 ACCU-4 ACCU-3 ACCU-2 ACCU-1 FACE OF THE TUBE. ‘
/v 11. CONTRACTOR SHALL COORDINATE THE LOCATION OF ALL LOUVER
SUPPORT FRAME COMPONENTS WITH LOUVER VENDOR PRIOR TO ‘
@ - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - : PROCUREMENT AND FABRICATION TO ENSURE ATTACHMENT LOCATIONS
ARE ADEQUATE FOR SELECTED LOUVER. ‘
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PARTIAL ROOF PLAN |
SCREEN SUPPORT ALUMINUM FRAMING PLAN |
SCALE: J" = 1"-0" |
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L3x2x1/4x0'-43" 8" L5x3x3/8x 0'-9"@2-9" O.C. (TY
vE) — MAX, EQ SPACED (TYP)
T/TR6X6 £ (TYP 2 PLACES) T/TR6X6 (TYP 2 PLACES) i3
EL. 693" = L EL. 69-33" CL 12" DIA BOLT HOLES IN |
- . | . . AN%LES L33x33 |
77777777777777777777 } I S I D . CL 35" x 1" SLOTTED BOLT
EE/EEG ;3(6 e Sty i Eﬁ’£§6§6 S [ HOLES IN RT6x6 (TOP AND |
| . ' ‘ | BOTTOM) AT ONE END
| RT6X6 ———————_ | Q AND 13" x 1" SLOTTED BOLT |
i | (TYP) | 1 a HOLE IN RT6x6 (TOP ONLY) AND ‘
2 1 L3x2x1/4x0'-4 5" 2" 13" DIA BOLT HOLE (BOTTOM
CL/TR6x6 e « 0 CL/TR6x6 (DETAIL C, SIM) CAP PLI"X6 3"x 0'-6 3" e 777 TYP  ONLY) AT OPPOSITE END FOR |
EL. 65-2" i EL. 65-2" (TYP CORNER 4 3" DIA. BOLTS THROUGH
) RT6x6 POSTS) 2" DIA.
| |
N :f:f:f:f:f:f:f%*:,;’gfq | S — L37x37x3Xx0-5" |
| *r ************* r ************* | ”r ************* r""""*"w"} : V D j ‘ ~ DV CENTERED ON RT6x6
[ 0 IRk H O L D_ 1 | ] \ POST AND BEAM |
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T/EXIST 21WF AR PR N N g T/EXIST 21WF OO0 O.O0.04 [efe] elile [eXel L3
EL. 61-6" (REF) #8 ALL-THREADED ROD EL. 61'-6" (REF) | #3 ALL-THREADED ROD | = |
21WF(68) / (TYP) 2IWF(S8) | (TYP) | %O
—
1 | [21wF(68) | [21wF(68) S
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) REFERENCE DRAWINGS:
v SECTION A o v SECTION B DETAIL C 2 |
S SOALE "= 10 S S Mo sHowN SeE SECT A SCALE: 1= 117 L LT *
EXIST 6WF NOT SHOWN FOR CLARITY - : : B o Kk~ B AN
NOTE: CONTRACTOR SHALL PROVIDE 2 LAYERS OF 10MIL VISQUEEN BARRIER EXIST %V(\ST\IQIQATCST%%VVS'\I‘*ZEFPCRLSG'[T)\E( > LAYERS OF 10MIL VISQUEEN BARRIER el AL A N |
(OR APPROVED EQUAL) UNDER POST BASE PLATES. (OR APPROVED EQUAL) UNDER POST BASE PLATES. |
CONSTRUCTION NOTES: |
1. ALL WORK DONE BY CONTRACTOR/INSTALLER PURSUANT TO THIS
DRAWING SHALL: (A) CONFORM TO THE GOVERNING CONTRACT |
DOCUMENTS; (B) BE PERFORMED EXCLUSIVELY BY TS TRAINED,
H O L D 1 COMPETENT PERSONNEL OR, WHERE PERMITTED, THAT OF ITS |
— SUBCONTRACTOR(S); AND (C) COMPLY WITH ALL APPLICABLE SAFETY
LAWS, REGULATIONS, PROGRAMS AND PRACTICES TO ENSURE THE |
SAFETY OF ALL PEOPLE LOCATED ON THE WORK SITE, INCLUDING THE
RT 6x6 AND L5x3 RT6x6 POST CONTRACTOR'S/INSTALLER'S PERSONNEL (OR THAT OF ITS
L3x2 1.1 ‘ AND BASE PL%" SUBCONTRACTOR(S)) PERFORMING THE WORK. |
) L37x3; (2) 11/16" DIA. 4
(2) 11/16" DIA. ! BOLT HOLES - 2. CONTRACTOR/INSTALLER SHALL TAKE ALL APPROPRIATE PRECAUTIONS |
BOLT HOLES TO ENSURE THE SAFETY OF ALL PEOPLE LOCATED ON THE WORK SITE,
i s INCLUDING CONTRACTOR'S/INSTALLER'S PERSONNEL (OR THAT OF ITS |
:\oo N / BASE PL3" SUBCONTRACTOR(S)) PERFORMING THE WORK.
—
" L31x3] ~ 3. CONTRACTOR SHALL VERIFY IN FIELD ALL DIMENSIONS, ELEVATIONS |
(TYP) _ — T%f\ - AND MEMBER SIZES AS SHOWN ON THE CONTRACT DRAWINGS FOR
= | . CL 12" DIA BOLT HOLES © ﬁ) THE E)élSTIé\IGSONSTRUCTIOSN, PRIOR TO THE DETAILICI\CIJG OR o |
< ‘ e ] B FABRICATION OF ANY NEW STRUCTURAL ELEMENT. CONTRACTOR
¢ RT16X? AND % ‘ L‘ IN 'ﬁ"‘jGLES L5x3 1 T | ¢ RT6x6 POST SHALL DOCUMENT ANY CONSTRUCTION-RELATED DISCREPANCIES. |
L35x35 : CL3§"x 1" SLOTTED 5 ‘ AND BASE PLy" CONTRACTOR SHALL FURNISH THE ABOVE INFORMATION IN THE FORM
_ | } 4§ RT 6x6 BOLT HOLES IN RT6x6 ‘ y + (OF )DETAILED SKETCHES TO THE STRUCTURAL ENGINEER FOR REVIEW |
0 28) CALENDAR DAYS PRIOR TO THE SCHEDULED START OF ANY
_h L33x33 3 . | \LI I(=-2)ORP3"?\BIIZ,)AB§C-)FI-_F$SM) o DETAILING OR FABRICATION. |
14" (MAX) GA TYP: is E — 2-BOLT B THROUGH H* .
2 (M ) P L3x2 ) THROUGH - (4) 8 DIA HOLES CONFIDENTIAL AND PRIVILEGED;Attorney-Client Communication/Party Respresentative Work Product ‘
i = CONN RT6x6 POST— 1/n 1/n FOR (4) %" DIA Self Critical Analysis/Self Evaluative Privilege Contains Mental Impressions, Conclusions and Opinions
3" 4/2 | a 4/2 ANCHOR RODS Respecting the Value or Merit of a Claim or Defense or Strategy or Tactics. ‘
——— ‘
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